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Post

Standard Includes Required to Specify
» Need help? - Post 1 Style number
Product details, * Height: 15"-144" 2 Height
page 20 = Seal: plastic 3 Plastic color number for seal

4 Top mount type (see below under
Required Selections)

5 Horizontal hole count (see below under
Required Selections)

» See Surface Materials, page 104.

Required Selections Required to Specify

Top Mount > Ceiling Specify with ceiling mount.

Type * Intermediate Specify with intermediate mount.

Horizontal Hole Horizontal Holes

Count - No holes Specify with no holes.
» Hole 1 location Specify Y dimension for hole 1.
« Hole 2 location Specify Y dimension for hole 2.
- Hole 3 location Specify Y dimension for hole 3.
< Hole 4 location Specify Y dimension for hole 4.
* Hole 5 location Specify Y dimension for hole 5.
» Hole 6 location Specify Y dimension for hole 6.
» Hole 7 location Specity Y dimension for hole 7.
« Hole 8 location Specify Y dimension for hole 8.
» Hole 9 location Specify Y dimension for hole 9.
+ Hole 10 location Specify Y dimension for hole 10.
- Hole 11 location Specify Y dimension for hole 11.

Specification Information
- Style
Number
FEPVS
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Structural Horizontal and Intermediate Horizontal gt

Structural Horizontal

Standard Includes Required to Specify
» Need help? - Post 1 Style number
Product details, - Width: 6"-120" 2 Width
page 20 * Seal: plastic 3 Plastic color number for seal

4 Cut-out configuration (see below under
Required Selections)
» See Surface Materials, page 194.

Required Selections Required to Specify
Cut-out » Cutable Specify with cutable.
Configuration - Non-cut Specify with non-cut.

Specification Information

- Style on
- Number g g
. -g 2
£
3
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Intermediate Horizontal

Standard Includes Required to Specify
P Need help? = Horizontal 1 Style number
Product details, + Width: 6"-120" 2 Width
page 20 - Seal: plastic 3 Plastic color number for seal

4 Vertical hole count (see below under
Required Selections)
» See Surface Materials, page 194.

Required Selections Required to Specify
Vertical Hole Vertical Holes
Count » No holes Specify with no holes.
+ Hole 1 location Specify X dimension for hole 1.
+ Hole 2 location Specify X dimension for hole 2.
* Hole 3 location Specify X dimension for hole 3.
- Hole 4 location Specify X dimension for hole 4.
= Hole 5 location Specify X dimension for hole 5.
« Hole 6 location Specify X dimension for hole 6.
* Hole 7 location Specify X dimension for hole 7.
- Hole 8 location Specify X dimension for hole 8.
« Hole 9 location Specify X dimension for hole 9.
= Hole 10 location Specify X dimension for hole 10.
* Hole 11 location Specify X dimension for hole 11.
Specification Information ’ :
- Style
- Number
FERHI
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Ceiling Tracks

Straight Ceiling Track

Standard Includes Required to Specify
» Need help? « Ceiling track: paint 1 Style number
Product details, + Seal to match paint color, when applicable: 2 Paint color number for ceiling track
page 20 - 7190 Platinum Solid paint will default 3 Plastic color number for seal, if required
6249 Platinum Solid plastic 4 Length (See below under Required
- 7241 Arctic White paint will default Selections)
6009 Arctic White plastic » See Surface Materials, page 194.

- 7360 Merle paint will receive 6527 Merle plastic
- All other paint selections require a plastic to be specified

Required Selections Required to Specify
Length - 120" Specify 120".
- 144" Specify 144",

Speciﬁcation Information
- Style
- Number

FECTS

Corner Fixed Angle Ceiling Track

Standard Includes Required to Specify
» Need help? « Ceiling track: paint 1 Style number
Product details, - Seal to match paint color, when applicable: 2 Paint color number for ceiling track
page 20 - 7190 Platinum Solid paint will default 3 Plastic color number for seal, if required
6249 Platinum Solid plastic 4 Angle (See below under Required
- 7241 Arctic White paint will default Selections)
6009 Arctic White plastic » See Surface Materials, page 194.

- 7360 Merle paint will receive 6527 Merle plastic
- All other paint selections require a plastic to be specified

Required Selections Required to Specify
Fixed Angles - 90° Specify with 90° angle.
- 120° Specify with 120° angle.
« 135° Specify with 135° angle.

Specification Information

@
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-Number

FECTF
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Base Trims

Base Trims

Straight Base Trim

Standard Includes Required to Specify
» Need help?  Base frim: paint 1 Style number
Product details, 2 Paint color number for trim
page 22 3 Length (See below under Required
Selections)

» See Surface Materials, page 194.

Required Selections Required to Specify
Length - 120" Specify 120"
.+ 144" Specify 144",

Specification Information

- Style
- Number f,’ g
. sc
TS
FEBTS s&
o
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Corner Fixed Angle Base Trim

V.LA. Specification Guide

Standard Includes Required to Specify
» Need help? = Base trim: paint 1 Style number
Product details, 2 Paint color number for trim
page 22 3 Angle (see below under Required
Selections)
4 Corner type (see below under Required
Selections)

» See Surface Materials, page 194.

Required Selections Required to Specify
Fixed Angles « 90° Specify with 90° angle.
- 120° Specify with 120° angle.
- 135" Specify with 135° angle.
Corner Type - Inner Specify with inner corner.
* Outer Specify with outer corner.

Specification Information

»
-]
=
o

- Number
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Base Trims, continued

Corner Variable Angle Base Trim

Standard Includes

Required to Specify

»Need help?

Product details,

page 22

- Base trim: paint

Required Selections

1 Style number

2 Paint color number for trim

3 Angle (see below under Required
Selections)

4 Corner type (see below under Required
Selections)

P See Surface Materials, page 194.

Required to Specify

Angle

Specify angle in 1° increment.
Specify angle in 1° increment.
Specify angle in 1° increment.

Corner Type

Specify with inner corner.
Specify with outer corner.

Specification Information

- Style
- Number

FEBTV
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Floor Track and Floor Track Spring Ok iy

Floor Track
Standard Includes Required to Specify
b Need help? - Floor track: paint 1 Style number
Product details, * Width: 6"-120" 2 Paint color number for floor track
page 20 3 Width
» See Surface Materials, page 194.
Specification Information
- Style
- Number
FEFT
Floor Track Spring
Standard Includes Required to Specify
» Need help? = Floor track spring Style number
Product details,
page 21
Specification Information
- Style
- Number
FEFTS
V.I.A. Specification Guide 109
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Floor Guide

Standard Includes

» Need help? « Floor guide
Product details,
page 22

Required Selections

Required to Specify

1 Style number
2 Gripper type (see below under Required
Selections)

Required to Specify

Gripper + Simple
* Seismic

Specification Information
- Style
- Number

Specify with simple.
Specify with seismic.

FEFG
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Single Glazed Captured Glass Frame

Standard Includes Required to Specify

» Need help? « Frame: paint or 8043 Clear Anodized Aluminum 1 Style number
Product details,  Height: 12"—141.71654" 2 Height
page 26 = Width: 12"-120" 3 Width
- Glass: 14" thick 4 Paint or anodized aluminum color

number for frame side A

5 Paint or anodized aluminum color

number for frame side B

Glass color number

Glass thickness (see below under

Required Selections)

8 Gilass linear orientation, if 6558 Bamboo
selected (see below under Required
Selections)

9 Glass surface orientation, if 6542 Satin
or 6558 Bamboo selected (see below
under Required Selections)

10 Top mount type (see below under
Required Selections)

11 Bottom mount type (see below under
Required Selections)

b See Surface Materials, page 194.

~N o

Required Selections Required to Specify

Tip: 6555 Ice and 6558 Glass Thickness - /4" thick glass Specify with /4" thick glass.
Bamboo cannot be specified  (if glass - 3/g" thick glass Specify with 3/s" thick glass.
with a 34" glass thickness. selected)
Tip: Glass linear orientation Glass Linear * Horizontal Specify with horizontal.
only required when 6558 Orientation - Vertical Specify with vertical.
Bamboo is selected. (if 6558 Bamboo

selected)
Tip: Glass surface orienta- Glass Surface - Polished to flush Specify with polished to flush.
tion only required when Orientation » Polished to sill Specify with polished to sill.
6542 Satin or 6558 Bamboo (if 6542 Satin or
are selected. 6558 Bamboo

selected)

Top Mount « Ceiling Specify with ceiling mount.

Type * Intermediate Specify with intermediate mount.

Bottom Mount - Floor Specify with floor mount.

Type - Intermediate Specify with intermediate mount.

Specification Information
- Style
- Number

FEFRCGS
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Double Glazed Captured Glass
Frame

Standard Includes Required to Specify

» Need help? - Frame: paint or 8043 Clear Anodized Aluminum 1 Style number
Product details, - Height: 12"—141.71654" 2 Height
page 26 = Width: 12"-120" 3 Width
- Glass: 14" thick 4 Paint or anodized aluminum color

number for frame side A

Paint or anodized aluminum color

number for frame side C

6 Glass color number for side A

7 Gilass color number for side C

8 Gilass thickness for side A (see below
under Required Selections)

9 Glass thickness for side C (see below
under Required Selections)

10 Glass linear orientation for side A, if
6558 Bamboo selected (see below under
Required Selections)

11 Glass linear orientation for side C, if
6558 Bamboo selected (see below under
Required Selections)

12 Glass surface orientation for side A, if
6542 Satin or 6558 Bamboo selected
(see below under Required Selections)

13 Glass surface orientation for side C, if
6542 Satin or 6558 Bamboo selected
(see below under Required Selections)

14 Top mount type (see below under
Required Selections)

15 Bottom mount type (see below under
Required Selections)

> See Surface Materials, page 194.

&3]

Required Selections Required to Specify

Tip: 6555 Ice and 6558 Glass Thickness - 1/4" thick glass Specify with glass A /4" thick glass.
Bamboo cannot be specified  for Side A - 3/g" thick glass Specify with glass A 3/8" thick glass.
with a 38" glass thickness. {if glass selected)

Glass Thickness - /4" thick glass Specify with glass C 1/4" thick glass.

for Side C « 3/g" thick glass Specify with glass C 3/8" thick glass.

(if glass selected)
Tip: Glass linear orientation Glass Linear * Horizontal Specify with glass A horizontal.
only required when 6558 Orientation for - Vertical Specify with glass A vertical.
Bamboo is selected. Side A

{if 6558 Bamboo

selected)

Glass Linear « Horizontal Specify with glass C horizontal.

Orientation for - Vertical Specify with glass C vertical.

Side C

(if 6558 Bamboo

selected)

> Required Selections, continued on next page
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Double Glazed Captured

Glass Frame
>Required Selections, continued from previous page
Required Selections Required to Specify

Tip: Glass surface orienta- Glass Surface - Polished to flush Specify with glass A polished to flush.
tion only required when Orientation for - Polished to sill Specify with glass A polished to sill.
6542 Satin or 6558 Bamboo  Side A
is selected. (if 6542 Satin or

6558 Bamboo

selected])

Glass Surface * Polished to flush Specify with glass C polished to flush.

Orientation for - Polished to sill Specify with glass C polished to sill.

Side C

(if 6542 Satin or

6558 Bamboo

selected)

Top Mount « Ceiling Specify with ceiling mount.

Type « Intermediate Specify with intermediate mount.

Bottom Mount - Floor Specify with floor mount.

Type * Intermediate Specify with intermediate mount.

Specification Information

- Style
- Number
FEFRCGD
no
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Solid Steel Skin

126

Standard Includes Required to Specify

» Need help?
Product details,
page 30

» Height: 6"-141.71654"
- Width: 6"-120"
= Skin: paint or fabric

1 Style number

2 Height

3 Width

4 Paint or fabric color number for skin

5 Top mount type (see below under
Required Selections)

6 Bottom mount type (see below under
Required Selections)

7 Cable management cut-out and cut-out
type (see below under Required
Selections)

> See Surface Materials, page 194.

Required Selections Required to Specify

Surface Skin surface
Materials - Paint Specify paint color number.

= Fabric Specify fabric color number.

Fabric direction for fabric skins

- Horizontal application Specify with horizontal application.

« Vertical application Specify with vertical application.
Top Mount - Ceiling Specify with ceiling top mount.
Type - Intermediate Specify with intermediate top mount.
Bottom Mount = Floor Specify with floor bottom mount.
Type * Intermediate Specify with intermediate bottom mount.
Cable Cut-out count
Management = No holes Specify with no holes.

- One hole Specify with one hole.

= Two holes Specify with two holes.

» Three holes Specify with three holes.

= Four holes Specify with four holes.

« Five holes Specify with five holes.

+ Six holes Specify with six holes.

+ Seven holes Specify with seven holes.

- Eight holes Specify with eight holes.

« Nine holes Specify with nine holes.

Cut-out position, if cut-out(s) selected
No holes
Cut-out 1 location
- Cut-out 2 location
Cut-out 3 location
Cut-out 4 location
Cut-out 5 location
Cut-out 6 location
Cut-out 7 location
Cut-out 8 location
= Cut-out 9 location

.

.

.

Specify with no holes.

Specify X and Y dimensions for cut-out 1.
Specify X and Y dimensions for cut-out 2.
Specify X and Y dimensions for cut-out 3.
Specify X and Y dimensions for cut-out 4.
Specify X and Y dimensions for cut-out 5.
Specify X and Y dimensions for cut-out 6.
Specify X and Y dimensions for cut-out 7.
Specify X and Y dimensions for cut-out 8.
Specify X and Y dimensions for cut-out 9.

Cut-out type, if cut-out(s) selected
- Hardwire single

.

Hardwire double

Hardwire triple

Hardwire fourplex
- Modular double

« Communication only — modular

- GCommunication only — no box

August 2015

Specify with hardwire single cut-out type
for each applicable location.

Specify with hardwire double cut-out type
for each applicable location.

Specify with hardwire triple cut-out type
for each applicable location.

Specify with hardwire fourplex cut-out
type for each applicable location.

Specify with modular double cut-out type
for each applicable location.

Specify with communication only —
modular cut-out type for each applicable
location.

Specify with communication only — no box
cut-out type for each applicable location.
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Solid Steel Skin

Specification Information

- Style
- Number

FESSS
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